
Settings for Cura is under Machine > Add New Machine > Other > Custom. Please refer 
to the Machine Setting file in the list below.  
 

 
 
Under file > Open Profile, import and use the below CURA DP200 PLA Setting file 
(version: 1.0.8.0) : profile_setting_PLA_v1.0.8.0_cura.ini  or CURA DP200 ABS Setting file 
(version: 1.0.8.0) : profile_setting_ABS_v1.0.8.0_cura.ini   files. 
You can print by, copying the sliced g-code into an USB flash drive and directly print 
from 3DWOX or using the 3DWOXDesktop program to load the sliced g-code and 
transferring it to the printer. 
 

javascript:fnFileDown(37,%20'/u01/apps/Downloads/profile_setting_PLA_v1.0.8.0_cura.ini',%20'profile_setting_PLA_v1.0.8.0_cura.ini');
javascript:fnFileDown(37,%20'/u01/apps/Downloads/profile_setting_PLA_v1.0.8.0_cura.ini',%20'profile_setting_PLA_v1.0.8.0_cura.ini');
javascript:getPrevVer(7)
javascript:fnFileDown(38,%20'/u01/apps/Downloads/profile_setting_ABS_v1.0.8.0_cura.ini',%20'profile_setting_ABS_v1.0.8.0_cura.ini');
javascript:fnFileDown(38,%20'/u01/apps/Downloads/profile_setting_ABS_v1.0.8.0_cura.ini',%20'profile_setting_ABS_v1.0.8.0_cura.ini');

